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ABSTRACT 
The frequency response of a pump-fed single-tube heat exchanger 
co 
m ing fluid was determined experimentally. An electro-hydraulic servo-  
w 
boiler employing F reon  113 a s  the boiling fluid and hot water a s  the heat-  N 
1 valve was  used to impose quasi-sinusoidal perturbations on the mean flow 
into the boi ler .  
le t  p re s  su re  and flow perturbations were measured  with dynamic pickups. 
A t ransfer  function analyzer (tuned only to the fundamental imposed f r e -  
quency) was used to  obtain the amplitude and phase of each p r e s s u r e  and 
flow response .  
Frequencies  between 0 .  04 and 4 Hz were  employed. In- 
F r o m  this data the boiler inlet impedance a s  a function of frequency 
Pri- was determined for a variety of steady s ta te  operating conditions. 
mary  steady s ta te  var iables  were  heat flux and exit quality. Data were  ob- 
tained with two boiler tube configurations: a hollow tube, and a tube with a 
spring-plug inser t  to swir l  and turbulate the flow. 
A brief summary of the experimental data is presented.  The boiler 
inlet impedance plots indicate that feed- system coupled instabil i t ies will 
occur a t  many of the steady s ta te  operating conditions if  sufficient feed- 
sys t em stabilization is not provided. 
u r e  of the amount of feed sys tem stabilization needed. The data a l so  can 
be used to predict  the frequency at which a given sys tem will go into nat- 
u ra l  oscillation. 
The impedance data provide a meas -  
INTRODUCTION 
Two phase stability problems a r e  frequently encountered in the devel- 
opment of sys tems in which liquid flows through heated passages ( re f .  1 ) .  
The Rankine cycle turboelectr ic  power plant with a reac tor  heat source  is 
typical of this c l a s s  of sys t em.  
A key component of the Rankine cycle sys tem i s  the boiler o r  vapor- 
i z e r .  
o r  low gravity environment and will employ iow vapur pi-essure s l t d i  
meta l s  as  the working fluid. 
F o r  space vehicle applications the sys tem must  operate  in a zero  
In contrast to ear th  based sys tems the boil- 
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ing mode is therefore likely to be forced flow a t  low p r e s s u r e  rather  than 
natural  circulation a t  high p res su re .  
with low boiler p r e s s u r e s  because large increases  in specific volume occur 
a s  the liquid vaporizes .  
Stability problems a r e  increased  
In low p r e s s u r e  forced flow boilers an important type of low frequency 
instability resu l t s  f rom the interaction between the flow supplied by the 
feed  sys tem and the p re s su re  determined by the boiler and i ts  exit hard-  
ware .  This type of instability has  frequently becn encalmtered (a t  higher 
f requencies)  in liquid rocket engines where it i s  known as chugging. The 
coupling mechanism for feed- sys tem combustion-chamber interaction in a 
monopropellant rocket ( r e f s .  2 and 3) i s  very s imilar  to that for a boiler 
and i ts  feed sys tem ( r e f .  4) .  
In o rde r  to descr ibe this interaction analytically the dynamic charac-  
t e r i s t i c s  of the feed-system, boiler,  and exit hardware ( sys tem components 
downstream of the boiler)  mus t  be known. Since l i t t le i s  known about boiler 
dynamic charac te r i s t ics  an experimental and analytical study was initiated 
a t  the NASA Lewis Resea rch  Center .  
analytical  models for dynamic representation of forced flow boi lers  in 
t e r m s  of measurable  steady state pa rame te r s .  
The objective is to obtain verified 
In the first phase of the study experimental data were  obtained with 
self-induced flow and p res su re  oscillations in or  near  the onset of an un- 
stable operating condition. These data ( r e f s .  4, 5, and 6) were  found to 
be difficult to in te rpre t  in dynamic t e r m s .  
been on forced oscillation experiments a t  stable boiler operating conditions. 
In these  experiments frequency response techniques used successfully in 
s tudies  of the dynamics of hydraulic and liquid rocket propellant sys tems 
( r e f s .  7 and 8)  were  employed to measure  the dynamic impedance of the 
boiler inlet (complex ra t io  of inlet p re s su re  perturbation to inlet flow per -  
turbat ion) .  The use of these techniques i s  based on the hypothesis that for  
small amplitude disturbances a boiler can be t rea ted  as if i t  were a l inear 
e lement .  
Recent emphasis  has therefore  
This  paper gives a brief summary of the Lewis Resea rch  Center single 
tube boiler frequency response  studies which have been completed to date 
( r e f s .  9 and 10) and d iscusses  the implications of the resu l t s  on the s ta -  
bility of forced-fed boiler sys t ems .  
APPARATUS 
-. i n e  tesi, lacii i ty is  ehnwn schematically in figure 1. The boiler t e s t  
sect ion was a shel l  and tube heat exchanger with hot water ilowing cuuii'LeT- 
curren t ly  in  the annulus between the tube and she l l .  
t r i f luoroethane)  flowed within the tube. 
F r e o n  113 ( t r ichloro-  
A gear  pump forced the liquid 
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F r e o n  through the vertically mounted b o i l e r  tube where i t  was vaporized. 
The boiler tube exit was located in a plenum chamber connected by a low 
p res su re  drop line to a la rge  water cooled condenser which was vented to 
the atmosphere to provide constant p re s su re .  
of the pump acted a s  a quasi-constant pressure  supply for the electro-  
hydraulic controlled valve used to impose flow oscillations on the mean 
flow into the boi ler .  
mean  value in response to a command oscillator signal.  
An accumulator downstream 
The valve open area  was var ied  sinusoidally about a 
Two different tes t  sections (f ig .  2)  were  employed in the study. The 
first ( f ig .  2 ( a ) )  had a hollow copper boiler tube with an  I. D.  of 8 .  0 mm 
and a wall thickness of 0 . 7 6  m m .  
second boiler tes t  section ( f ig .  2 (b ) )  had a stainless s teel  tube with an I . D .  
of 10.92 mm and a wall thickness of 0.89 mm. The heated length was 
81.  3 cm.  This tube had a spirally wound spring in the two phase region 
and a n  inlet plug inser t  in  the subcooled liquid region a s  shown in f i g -  
u r e  2(b).  The inlet plug was a rod which made contact with the spring so  
that the entering subcooled liquid flowed through a sp i ra led  annular channel. 
The heated length was 91 .4  c m .  The 
Steady state flow r a t e s ,  pressures, and tempera tures  were  measured  a t  
the locations given in f igures  1 and 2 and Table I. 
s u r e s  and flows at the boiler inlet were measured with a quartz  c rys ta l  
p r e s s u r e  t ransducer  and a fas t  response turbine flowmeter,  respectively.  
The flow and p res su re  perturbation signals f rom the dynamic pickups were  
processed  with a t ransfer  function analyzer.  This device made a Four ie r  
analysis  of the perturbation s ignals .  
mental  sinusoidal component of each signal at the t e s t  frequency and com- 
puted its amplitude and phase relative to  the command oscil lator signal.  
F r e o n  perturbation p res -  
This analysis isolated the funda- 
PROCEDURE 
Dynamic data were  obtained with each tes t  section a t  severa l  heat flux 
The in- 
levels  and for a range of exit vapor qualities. 
held at approximately the s a m e  value (0.088 k g / s e c )  for  all runs .  
le t  water  tempera ture  was adjusted to a selected level and held constant 
over a range of F r e o n  mean flow ra tes .  At a given inlet water tempera ture  
the F r e o n  mean flow ra t e  was varied in  order  to obtain different exit quali- 
t i e s .  
frequency response run.  
The water flow ra t e  was 
The inlet t empera ture  of the F reon  was held constant during each 
Frequency response data were taken a t  the selected steady s ta te  condi- 
tions over a frequency range f r o m  0 . 0 4  to 4 Hz. 
servo-valve area -v-arizti~ns was maintained constant over the ent i re  range 
of f requencies  fo r  each run.  
lation was kept smal l  compared to the mean open a r e a  of the valve in order  
to reduce nonlinear effects.  
The amplitude of the 
In addition, the amplitude oi the ared uscil- 
4 
At each frequency the amplitude and phase angle ( re la t ive to the com- 
F r o m  this data the complex 
In- 
mand sine wave signal) of the boiler inlet p r e s s u r e  and flow sinusoids were  
obtained f r o m  the t ransfer  function analyzer.  
ra t io  of inlet  p re s su re  perturbation to flow perturbation was obtained. 
asmuch a s  the p r e s s u r e  in  the plenum tank a t  the boiler exit was main- 
tained constant, this complex rat io  is  the inlet impedance of the boi ler .  
FREQUENCY RESPONSE RESULTS 
Steady -Stat e Operating Conditions 
Frequency response data were  obtained with each tes t  section a t  sev- 
e r a l  heating fluid temperature  levels and a r e  reported in detail in r e fe r -  
ences 9 and 10. F o r  this  paper,  representat ive data were  selected f r o m  
runs which (with one exception) had a nominal water inlet t empera ture  of 
372O K .  
Table 11. 
r a t e  is shown for  the two tes t  sections in figure 3 .  
cent) a re  given adjacent to the data points. 
dynamic runs of Table I1 a r e  shown as  solid symbols.  
The steady-state data for the dynamic runs selected a r e  given in  
Exit quali t ies (in pe r -  
The steady-state p r e s s u r e  drop as a function of F reon  m a s s  flow 
The operating points fo r  the 
F o r  the conditions of Table I1 it was found that crosscoupling effects 
between the boiling and heating fluid s ides  of the heat exchanger boiler 
were  sma l l .  
outlet temperature  were found to be  negligible. 
That is ,  during the dynamic runs the perturbations in water 
Boiler Inlet Impedance 
The inlet impedance of the 8.  0 rnm hollow tube boiler i s  given in polar 
coordinate f o r m  in figure 4. 
sponding complex plane a r e  a l so  indicated in the f igure.  
different  exit qualities a r e  shown. 
distance f r o m  the origin to the locus curve.  
differ  considerably for par t s  (a), (b), and (c)  of the figure because of the 
l a rge  change in  amplitude with change in exit quality. 
quency the amplitude vector rotates  in a clockwise direction. The angle 
m e a s u r e d  clockwise f r o m  the positive r e a l  axis is the phase lag of the 
p r e s s u r e  perturbation with respec t  to the flow perturbation. This phase 
lag generally increases  with frequency a s  can be seen f r o m  figure 4. 
The r ea l  and imaginary axes of the c o r r e -  
Data for t h ree  
The amplitude of the impedance is the 
Note that the amplitude sca les  
With increasing f r e -  
The curves  of f igure 4 show that the r e a l  par t  of the dynamic imped- 
ance is negative (phase angles between -90  and -270 degrees)  over a con- 
s iderable  range of i r equendea  zt czck  steady state  operating condition. 
The existence of negative boiler impedance implies  that t he re  is the poten- 
tial for  instability as will be discussed l a t e r .  
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The data of f igure 4(a) were  taken at  a low exit quality ( 1 3  percent)  
operating point in the negative resis tance (negative slope) region of the 
steady s ta te  p r e s s u r e  drop against  flow curve (fig. 3 ) .  
dicted f r o m  the negative res i s tance  operating point the boiler dynamic im- 
pedance of figure 4 ( a )  s t a r t s  with a -180 degree phase angle at low f r e -  
quency. 
because the steady-state p re s su re  drop curve (fig. 3) has  only a small 
negative slope a t  this operating point. 
magnitude vector rotates in the clockwise directior, so  that the r e a l  par t  of 
the impedance becomes positive a t  frequencies above 0 . 6  H z .  
boiler becomes inherently stable above 0 . 6  H z .  
As  would be p r e -  
The magnitude of the boiler impedance a t  -180 degrees  is  small 
A s  the frequency inc reases  the 
Thus, the 
The data of f igures  4(b) and (c) were taken at operating points in the 
positive slope region of the steady-state p re s su re  drop  against  flow curve 
of figure 3 .  
cate that the r e a l  par t  of the dynamic impedance ( res i s tance)  should be 
positive a t  very  low frequencies.  
dictions.  
low frequencies  tends to increase with quality. 
c r e a s e  in  boiler res is tance as the vapor void fract ion increases .  
Predictions based on these steady-state operating points indi- 
Figures 4(b) and (c)  confirm these p re -  
It should also be noted that the magnitude of the impedance a t  
This resu l t s  f r o m  an  in- 
The curves of f igure 4 show that the impedance phase angle continually 
This is  typical becomes  m o r e  negative (the lag increases)  with frequency. 
of response  in  which dead t ime makes an  important contribution to the dy- 
namics .  The shape of figure 4(c),  f o r  example, is typical of the imped- 
ance locus of a rocket engine combustion chamber where the dead t ime  is 
the amount of t ime required for the fuel to vaporize and r eac t .  The dead 
t ime in  the boiler i s  believed to be the t ime required for a par t ic le  to  
t rave l  f r o m  the boiler inlet t o  the end of the subcooled liquid region ( re f .  4). 
That i s ,  the subcooled dead t ime is  obtained by dividing the subcooled 
length (given in  Table 11) by the liquid velocity. The effect of dead t ime can 
be seen  by comparing the response  of run  2 with that of run  3 .  Run 2 
(fig.  4(b))  and run 3 (fig. 4(c))  have calculated subcooled dead t imes  of 
0 . 7 9  and 0.27 seconds, respectively.  In agreement  with these values the 
magnitude vector rotates  with frequency more  than twice as fast  in f ig-  
u re  4(b) as in figure 4(c) .  F o r  example, the impedance loci c r o s s e s  the 
negative r ea l  ax is  (-180 degree phase angle) at a frequency of 0 .43 H z  i n  
run  2 and at a frequency of 1 .05  Hz in run  3 .  
cour se ,  a l so  affected by other boiler pa rame te r s .  
The phase angle i s ,  of 
The boiler inlet impedance for the 10.92 mm I. D.  boiler with swir l -  
turbulator i n se r t s  is  given in figure 5.  Data a r e  shown for  exit quali t ies 
of 2 0 ,  75, a d  3'; p e ~ c a - t  irrl f o r  100 percent with 5.6O K superheat.  In 
genera l ,  the data of f igure  5 fo r  the boiler with in se r t s  have s imiiar  i r r i -  
pedance loci to those f o r  the hollow tube boiler (fig. 4 ) .  F igure  5(a)  is an 
exception, however, in that at this low exit quality (20 percent)  the boiler 
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impedance has  a positive r ea l  par t  over the ent i re  frequency range. 
higher exit qualities (figs. 5(b) and (c))  the impedance has  a negative r e a l  
par t  over some portion of the frequency range a s  was found for the hollow 
tube boi ler .  Achievement of vapor superheat at the boiler exit ( f ig .  5(d))  
resul ted in frequency response data grossly s imilar  to that obtained a t  
99 percent quality. 
to 383' K as superheat was not obtainable at the 372' K tempera ture  level .  
At 
F o r  this run  the water inlet t empera ture  was r a i sed  
STABILITY IMPLICATIONS 
F e e d  System Coupled Instability 
A negative r e a l  par t  of the boiler inlet dynamic impedance (i. e . ,  neg- 
ative res i s tance)  exists over a significant par t  of the frequency range of a l l  
except one of the polar data plots shown. This implies that feed-system- 
coupled hydrodynamic instabilities a r e  possible.  
a t  the higher exit qualities where the l a r g e r  values of negative impedance 
were  measured .  
This is particularly t rue  
Resis t ive feed system. - Consider the boiler used in this study (with 
constant p r e s s u r e  a t  the exit) to be supplied by a hypothetical feed sys tem 
which is entirely res i s t ive .  This would correspond physically, for ex- 
ample,  to the boiler being fed through a res i s t ive  orifice in a constant 
p r e s s u r e  tank. 
condition the magnitude of the boiler impedance a t  -180 degrees  (figs.  4 
and 5)  is then a measu re  of the amount of feed-system hydraulic res i s tance  
needed for  neutral  stability. Feed  system dynamic res i s tances  l a rge r  than 
this value would permit  stable operation of the boiler a t  the selected oper -  
ating condition. Resis tances  equal to or  l e s s  than this value would resu l t  
in s y s t e m  flow and p res su re  oscil lations.  
oscil lations would c o r r  espond to the perturbation frequency for  which the 
boiler dynamic impedance had the -180 degree phase angle. More than one 
sys t em oscillation frequency is possible at some steady state conditions. 
F o r  the boiler without i n se r t s  at  63 percent exit quality (fig. 4(c)) ,  insta-  
bility f requencies  of l and 4 Hz a r e  possible. It is a l so  seen that grea te r  
feed  sys t em res i s tance  would be required to  prevent an  instability a t  1 Hz 
than at 4 Hz. 
F o r  a given boiler test section and steady s ta te  operating 
The frequency of the natural  
Complex feed system. - Forced flow boiler feed sys tems,  including 
the one used in this study, a r e  usually complex devices that contain not 
only res i s tance  but hydraulic inertance and compliance a s  well. These 
la t te r  pa rame te r s  a r e  a function of frequency. 
ieul 2j-ixirAic imFedance is a function of frequency as well as  steady 
state operating conditions. To i l lustrate this point, typic;ii: i r ; l ~ e d ? c c ~  loci 
for  the boiler and feed sys tem of this study a r e  shown in  figure 6 .  
solid feed sys tem curve in f igure 6 represents  the impedance a s  a function 
Therefore,  the feed sys-  
The 
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of frequency a t  a typical high impedance steady state condition for  a f r e -  
quency response run.  The locus shown is for the servo-valve at the half- 
open position and stationary.  At this operating condition the feed sys t em 
provides sufficient boiler stabilization so that the system will not go into 
natural  oscillation while obtaining the forced (by oscillating the valve 
about the mean open position) response curve shown for the boiler.  
dashed curve of figure 6 represents  the feed sys tem response when the 
servo-valve is adjusted to a m o r e  open position while maintaining the 
same supply flow to the b z i l e r .  
namic res i s tance  the feed sys tem provides l e s s  stabilization. It should be 
noted that a change in the feed sys tem dynamic impedance has  no effect on 
the boiler curve so long as  the steady state flow (and boiler conditions) r e -  
main the same.  
The 
Because of the drop in  servo-valve dy- 
In this complex sys tem (constant p re s su re  at the boiler exit)  a hy- 
draulic instability will occur if at  some frequency the feed sys t em dynamic 
impedance is equal to (or  l e s s  than) the boiler dynamic impedance and 
180 degrees  out of phase with the boiler impedance. 
neutral  stability) i s  i l lustrated in figure 7 for  two different steady s ta te  
operating conditions. F o r  simplicity, only boiler impedances between 
0 .04  and 0 . 8  Hz and feed sys tem impedances between 0 .04  and 4 Hz a r e  
shown. 
highly open servo-valve positions. 
boiler - feed-system exist  a t  0 .44  and 0.475 Hz,  respectively.  
This condition (for 
The feed system impedances shown in f igures  7(a)  and (b)  a r e  for  
Neutral stability conditions for the 
Experimental  Check 
The validity of the overal l  approach used in this study was checked 
The frequency response runs  shown in fig- experimentally as follows. 
u r e s  4 and 5 were  taken at stable steady-state (or  mean)  operating condi- 
tions. 
was adjusted to a m o r e  open position. The pump rotation speed was then 
adjusted to provide the same F r e o n  flow r a t e  into the boiler a s  was used 
during the frequency response run.  
small s teps  in valve position. 
impedance of the feed sys tem by a small  amount. P r e s s u r e  and flow sig- 
nals  were  continuously recorded  during the sequence. 
into natural  oscillation (flow and p res su re )  for the two cases  shown in f ig-  
u r e  7 .  
valve was a lmost  fully open. The resulting p r e s s u r e  and flow t r a c e s  f r o m  
the oscil lograph a r e  shown in figure 8 .  The oscillations shown in figure 8 
have a l ready  grown to the point where their  amplitude i s  l imited by sys tem 
nonlinearit ies.  
na tura l  oscillation frequency is 0 .44  Hz ana the phase difference hetween 
the flow and p r e s s u r e  is approximately 160 degrees .  
condition (fig. 8(b))  these values a r e  0.475 Hz and 170 degrees .  
At the completion of each run the servo-valve (no longer oscillating) 
This sequence was repeated using 
Each s tep change decreased  the dynamic 
The sys tem went 
F o r  both these cases  the oscillations occurred  when the servo-  
F igure  8(a)  shows that for  the 99 percent quality run the 
F o r  the superheat 
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The frequency and phase difference values obtained f r o m  the natural  
oscillation t r a c e s  for the two runs of figure 8 are very close to the neut ra l  
stability frequency and phase difference predicted by the dynamic data 
(fig. 7 ) .  Natural  oscillations did not occur upon opening the servo-valve 
at  the conclusion of many of the runs because the magnitude of the boiler 
negative impedance was so small that the feed system impedance was 
l a rge r  even with the valve fully open. That is the pipe friction p r e s s u r e  
drop aloiie provided sufficient res is tance to stabilize the boiler.  
r e su l t s  indicate that frequency response data can be used to predict  feed- 
system-coupled boiler instabil i t ies.  
These 
Effect of Boiler Inser t s  
In o rde r  to obtain high (near 100 percent) quality vapor f r o m  a single 
tube boiler some type of swirl-turbulator inser t  is usually requi red  to pre-  
vent t ransi t ion to film boiling. The frequency response data obtained with 
the tes t  section having the spring-plug in se r t  indicate that at the higher 
exit quali t ies (figs. 5(b) through (d)) the in se r t  used had no major  effect on 
the dynamic response.  At low exit qualities (fig. 5(a)) there  was a strong 
stabilizing effect demonstrated by the r e a l  par t  of the boiler inlet imped- 
ance being positive over the entire frequency range.  The boiler would 
therefore  be stable with any passive feed sys tem.  The plug and  spring 
in se r t  appea r s  to increase stability at low exit qualities because the liquid 
r e s i s t ance  and inertance in the channel region of the plug is la rge  com- 
pared  to the dynamic res i s tance  of the two phase region. 
CONCLUDING REMARKS 
The resu l t s  of this study indicaterhat  measured  boiler response to  
forced  flow oscillations a t  a given stable steady-state (mean)  operating 
condition can be used to predict  the occurrence of natural  flow and p r e s -  
s u r e  oscillations in a sys tem.  That i s ,  if the dynamic response of a p a r -  
t icular  boiler and its feed supply is known then the stability of the sys tem 
can be determined. If, a s  is often the case ,  a boiler does not have con- 
stant p r e s s u r e  at the exit, then boiler inlet to exit t ransfer  functions as 
well as the dynamic impedance of the exit hardware must  be measured  or  
calculated.  
at the boiler inlet the combined impedance of the boiler and downstream 
hardware  by frequency response techniques. 
Under some circumstances it may be convenient to m e a s u r e  
Thus boiler frequency response data should prove to be useful for  
making stability calculations for a specific system at i t s  operating condi- 
tion. The p r imary  use  of this type af &ti ,  however, is to identify the 
controlling dynamic pa rame te r s  of the boiler and to evaluate and verify 
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TABLE I. - LOCATION O F  WATER TEMPERATURE STATIONS 
Station Distance f r o m  datum line 
number 
Hollow tube boiler Inser t  boiler 
cm in. cm in. 






0 .8  51 16 1 . 9  3 / 4  
10.2 4 5 . 1  2 
20.3 8 15. 2 6 
30.5 12 25 .4  10 
40.6 16 35.6 14 
60 .9  . 24 45.7 18 
71. 1 2 8  55 .9  22 
81. 3 32 66.0 26 
90.6 35% 76.2 30 
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I I (perturbation flow) 
Turbine flow- / , 
meter (mean flow)-’ 
I- Electrohydraulic thrott le valve 
&- Remotely operated valve 
Remotely operated pressure regulator 
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Figure 1. - Boiling dynamics facility. 
A Freon dynamic pressure 
v Freon mean pressure 
0 Freon temperature 
0 Water temperature 
stations (Table I) 






I (3 in.) 
I 
P!enurn tank 














- 19.05 mm (3/4 in.) 0. D. 
x 1.65 mm LO65 in.) 
wall brass tube 
’ 
.L 
r9.52 mm (3/8 in.) O.D. 
.’ x0.76 mm L O # )  in.) 
wall copper tube 
Plenum tank I 
.95 l i ter  (1 quart)’ 
Freon l iquid in  
(a) Hollow tube configuration. 
Figure 2. - Single-tube boiler test sections. 
33.0 cm 
‘ i3  in.) 
D 
Datum 
l ine  =I 12.77 mm (1/2 in. Spring inser t  1.59 mm (1116 in.) diam. wi re 31.8 mm (1-1/4 in.) pitch brazed to i nne r  surface of t u b e d  
81.3 cm 
(32 in.) 
A Freon dynamic pressure 
v Freon mean pressure 
D Freon temperature 
0 Water temperature stations 
12.7 cm 
=~ (5 in.) 
(5 in.) 
(Table I) 
Brass rod inser t  12.7 cm 
7.75 diam x 20.3 cm long, 
( . 3 5  in.) (8.0 in.)> I 
22.9 cm 
(9 in.) 
CD-9103 Freon t liquid in 
(b) Tube wi th  spiral spring and plug inserts. 
Figure 2. - Continued. Single-tube boiler test sections. 
90xld 
0 8.0 mm (0.315 in. ) i. d. hollow tube boiler 
A 10.92 mm (0.430 in. ) i. d. spring-plug 
Solid symbols denote dynamic run operating 
inser t  boiler 
points 
l4t bit vapor 
- 240" -270" -300" 
(a) R u n  1, tableII. Exit vapor quality, 13 percent. 
Figure 4. - Inlet impedance of hollow-tube boiler. 
I w 
-240" -270" -300" 
-210" -330" 
-180" 0" 
- 150" -30" 
-120" -90" -60" 
(b) Run 2, table 11. Exit vapor quality, 29 percent 
Figure 4. - Continued. 
-240" -270" -300" 
(c) Run 3, table 11. Exit vapor quality, 63 percent 
Figure 4. - Concluded. 
-120" -90" -60" 
(a) Run 4, table 11. Exit vapor quality, 20 percent. 
Figure 5. - Inlet  impedance of boiler wi th inserts. 
(b) Run 5, table 11. Exit vapor quality, 75 percent. 
Figure 5. - Continued. 






(c) Run 6, table 11. B i t  vapor quality, 99 percent. 
figure 5. - Continued. 
(d) Exit vapor quality 100 percent with 5.6" K (IO" R superheat. 
Run 7, table IL 
Figure 5. - Concluded. 
-240" -270" -300" -330" 
Servo-valve at mid 
Servo-valve at more ---- 
-90" -60" -30" 
Figure 6. - Typical impedance plots for boiler inlet and feed system 
at boiler inlet  
-90" 




(b) Run 7, table 11. Exit quality 100 percent, 
superheat 5.6" K. 





I Boiler in le t  flow 
I Boiler in le t  pressure 
( a )  Boiler conditions same as run 6, TablelI. Exit 
qual i ty 99 percent. Natural oscil lation frequency, 
0.44 Hz. Phase difference between pressure and 
flow, 160 degrees. 
I 
(b )  Boiler conditions same as run 7, T a b l e E  Exit 
quality 100 percent with 5.6 deg. K superheat. 
Natural oscillation frequency 0.475 Hz. Phase 
difference between pressure and flow, 170 degrees. 
Figure 8. - Oscillograph traces of natural pressure and 
flow oscillations. The instabil it ies shown have reached 
t h e i r  respective amplitude limits for  the existing boiler 
and feed system conditions. 
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